Standards that were in JTA 5.0 but deleted from JTA 6.0

JTA Section Standard Identifier Standard Title V5 |V6
2.5.1.1(a) DIl COE I&RTS v4.1 Common Operating Environment, Integration and M [del
Runtime Specification (I&RTS), Version 4.1, 3
October 2000.
2.5.2.1(a) C510 R6 Window Management (X11R5): File Formats and M |del
Application Conventions, Open Group Technical
Standard, ISBN 1-85912-090-3, May 1995.
2.5.2.1(a) Co04 X Window System (X11R6): C-Language Library M |del
(Xlib), Open Group Technical Standard, December
1999
2.5.2.1(a) C905 X Window System (X11R6): Toolkit, Open Group M |del
Technical Standard, December 1999
2.5.4.1(a) ISO 8879:1999 Standard Generalized Markup Language (SGML) with[M |del
Amendment 1, 1988, Technical Corrigendum 1:1996
and Technical Corrigendum 2:1999.
2.5.4.2(a) Adobe Acrobat Adobe® PDF 1.3 2nd Edition Format. M [del
2.5.4.2(a) AutoCad Autodesk AutoCAD® 14 format. M |del
2.5.4.2(a) dBaselV Ashton Tate dBase IV® format. M [del
2.5.4.2(a) IETF RFC 1952 GZIP file format specification, Version 4.3, May 1996. (M |del
2.5.4.2(a) ISO/IEC 646:1991 Information technology - ISO 7-bit coded character |M |[del
set for information interchange
2.5.4.2(a) Microsoft Excel Microsoft Excel 5.0 format. M |del
2.5.4.2(a) Microsoft PowerPoint Microsoft PowerPoint® 4.0. M [del
2.5.4.2(a) Microsoft Word Microsoft Word 7.0 Format. M |del
2.5.4.2(a) RTF Spec Rich Text Format (RTF) Specification, Version 1.6. M [del
2.5.4.2(a) WinZip WinZip File Format M |del
2.5.4.2(a) WordPerfect 5.2 Corel WordPerfect® 5.2 Format. M [del
2.5.4.3(a) IETF RFC 2083 Portable Network Graphics (PNG) Specification V1.0, |M |del
March 1997
254.6.3 ISO/IEC 11172-1:1999 Coding of moving pictures and associated audio for (M |del
25471 digital storage media at up to about 1.5 Mbits/s - Part
1: Systems, 1993; with Technical Corrigendum
1:1996, and Technical Corrigendum 2:1999.
2.54.7.1.1(a) |[ANSI S4.40-1992/AES3-1992 |AES (Audio Engineering Society) Recommended M |del
Practice for Digital Audio Engineering - Serial
transmission format for two-channel linearly
represented digital audio data, 1992 (reaffirmed and
amended 1997).
3.4.1.10.3(a) IETF Standard 35/RFC 1006 [ISO Transport Service on top of the TCP, May 1987. (M [del
3.4.1.11(b) IETF RFC 2373 Internet Protocol, Version 6 (IPv6) Addressing E [del
Architecture, July 1998
3.4.1.11(b) IETF RFC 2374 Internet Protocol, Version 6 (IPv6) Aggregatable E [del
Global Unicast Address Format, July 1998.
3.4.1.6(a) IETF RFC 1542 Clarifications and Extensions for the Bootstrap M [del
Protocol, 27 October 1993
3.4.1.6(a) IETF RFC 951 Bootstrap Protocol, 1 September 1985. M |del
3.4.2(a) ITU-T H.221 Frame Structure for 64 to 1920 Kbps Channel in M |del
Audiovisual Services, May 1999.
3.4.2(a) ITU-T H.224:2000 Real-time Control Protocol for Simplex Applications |M |[del
using H.221 LSD/HSD/MLP Channels, February
2000.
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3.4.2(a) ITU-T H.230 Frame-Synchronous Control and Indication Signals |M |del
for Audiovisual Systems, May 1999.

3.4.2(a) ITU-T H.231 Multipoint Control Units for Audiovisual Systems M [del
using Digital Channels up to 1920 Kbps, July 1997.

3.4.2(a) ITU-T H.242 System for Establishing Communication between M [del
Audiovisual Terminals using Digital Channels up to 2
Mbps, May 1999.

3.4.2(a) ITU-T H.243 Procedures for Establishing Communication between |M |del
Three or More Audiovisual Terminals using Digital
Channels up to 1920 Kbps, February 2000.

3.4.2(a) ITU-T H.244 Synchronized Aggregation of Multiple 64 or 56 kbps |M [del
channels, July 1995

3.4.2(a) ITU-T H.281 A Far-End Camera Protocol for Videoconferencing M |del
Using H.224, November 1994

3.4.2(a) ITU-T H.320 Narrow-band Visual Telephone Systems and M |del
Telephone Equipment, May 1999.

3.4.2(a) ITU-T H.324:2002 Terminal for Low Bit Rate Multimedia M [del
Communications, March 2002.

3.4.2(a) ITU-TTA4 Standardization of Group 3 Facsimile Terminals for (M |del
Document Transmission, April 1999.

3.4.3.1(a) TIA/EIA 465-A Group 3 Facsimile Apparatus for Document M |del
Transmission, June 1995.

3.4.3.1(a) TIA/EIA 466-A Procedures for Document Facsimile Transmission, |M |del
May 1997.

3.4.3.2(a) MIL-STD-188-161D Interoperability and Performance Standards for Digital|M [del
Facsimile Equipment, 10 January 1995.

3.4.4(a) MIL-STD-2045-44500A National Imagery Transmission Format Standard M |del
(NITFS) Tactical Communications Protocol 2
(TACO2), 18 June 1993; with Notice of Change 1, 29
July 1994, and Notice of Change 2, 27 June 1996

3.5.2(a) IETF RFC 1770 Ipv4 Option for Sender Directed Multi-Destination M |del
Delivery, 28 March 1995

3.6.4(a) ANSI T1.113:2000 Signaling System No. 7, ISDN User Part, 2000. M |del

3.6.4(a) ANSI T1.114:2000 Signaling System No. 7 (SS7), Transaction M [del
Capabilities Application Part (TCAP), 2000.

3.6.4(a) ANSI T1.403.01 Network and Customer Installation Interfaces - M [del
(ISDN) Primary Rate Layer 1 Electrical Interface
Specification, 1999.

3.6.4(a) ANSI T1.601:1999 ISDN Basic Access Interface for Use on Metallic M |del
Loops for Application on the Network Side of the NT
(Layer 1 Specification), 1999.

3.6.4(a) ANSI T1.602:1996 (R2000) |ISDN Data Link Signaling Specification for Application|M [del
at the User Network Interface, 1996 (Reaffirmed in
2000).

3.6.4(a) ANSI T1.605 ISDN Basic Access Interface for S and T Reference |M |[del
Points - Layer 1 Specification, 1991.

3.6.4(a) ANSI T1.607:2000 ISDN - Layer 3 Signaling Specification for Circuit M |del
Switched Bearer Service for Digital Subscriber
Signaling System No. 1 (DSS1), 2000.

3.6.4(a) ANSI T1.610:1998 DSS1 - Generic Procedures for the Control of ISDN |M [del
Supplementary Services, 1998.
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3.6.4(a) DISA Circular 310-225-1 Defense Switched Network (DSN) User Services M [del
Guide, 2 April 1998.

3.6.4(a) IETF RFC 1356 Multi-Protocol Interconnect on X.25 and ISDN in the |M [del
Packet Mode, 6 August 1992

3.6.4(a) IETF RFC 1618 PPP over ISDN, 13 May 1994 M [del

3.6.4(a) ITU-T E.164:1997 Numbering Plan for the ISDN Era, May 1997 M |del

3.6.5(a) af-lane-0084.000 Local Area Network Emulation (LANE) Over ATM M [del
Version 2.0 - LNNI Specification, July 1997.

3.6.5(a) af-lane-0093.000 LANE Client Management Specification, Version 2.0, |M |del
October 1998.

3.6.5(a) af-mpoa-0087.000 Multi-Protocol Over ATM, Version 1.0, July 1997. M [del

3.6.5(a) af-phy-0040.000 Physical Interface Specification for 25.6 Mbps over |M |[del
Twisted Pair Cable, November 1995

3.6.5(a) af-tm-0056.000 Traffic Management Specification, Version 4.0, April |M [del
1996

3.6.5(a) af-uni-0010.002 ATM UNI Specification V 3.1, September 1994. M |del

3.6.5(a) af-uni-0010.002 S2 ATM UNI Specification V 3.1, Section 2.1 and 2.4, M |del
September 1994.

3.6.5(a) af-uni-0010.002 S4 ATM UNI Specification V 3.1, Section 4 (ILMI for UNI |M [del
3.1), September 1994.

3.6.5(a) ITU-T M.3207 .1 TMN management service: maintenance aspects of |M |[del
B-ISDN management, 1996.

3.9(a) DDDS Defense Data Dictionary System (DDDS). M [del

3.9(a) ISO/IEC 9595:1998 Open Systems Interconnection (OSI) Common M |del
Management Information Services (CMIS), 8 October
1998.

3.9(a) ISO/IEC 9596-1 Open Systems Interconnection - Common M |del
Management Information Protocol (CMIP) - Part 1:
Specification, 1998.

3.9(a) ISO/IEC 9596-2 Open Systems Interconnection - Common M |del
Management Information Protocol (CMIP): Protocol
Implementation Conformance Statement (PICS) pro
forma, 1993.

3.9(a) ITU-T M.3211.1 TMN management service: Fault and performance M |del
management of the ISDN access, 1996.

4.6(a), 4.7(a) DoD Manual 8320.1-M-1 DoD Data Standardization Procedures, April 1998. M |del

5.5.2(a) ESD-TR-86-278 Guidelines for Designing User Interface Software M [del
(Smith & Mosier), 1986

5.6.1.1(a) COE UIS v4.1 Common Operating Environment (COE) User M |del
Interface Specification (UIS), Version 4.1, 5
September 2002.

5.6.1.1(a) M027 CDE 2.1/Motif 2.1 - Style Guide and Glossary, ISBN 1{M [del
85912-104-7, October 1997.

5.6.1.1(a) MO028 CDE 2.1/Motif 2.1 - Style Guide Certification Check M |del
List, ISBN 1-85912-109-8, October 1997.

5.6.1.1(a) MO029 CDE 2.1/Motif 2.1 - Style Guide Reference, ISBN 1- (M |del
85912-114-4, October 1997.

5.6.1.2(a) Windows Style Guide Microsoft Windows User Experience, Microsoft M |del
Press, 8 September 1999.

WS.AV.2.1.1 MIL-STD-188-181B Interoperability Standard for Single Access 5-Khz and|M [del

25-Khz UHF Satellite Communications Channels, 20
March 1999.
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WS.AV.2.1.1 MIL-STD-188-182A(2)

Interoperability Standard for 5-Khz UHF DAMA
Terminal Waveform, 31 March 1997, with Notice of
Change 1, 9 September 1998; Notice of Change 2,
22 January 1999.

del

WS.AV.2.1.1 MIL-STD-188-183A(1)

Interoperability Standard for 25-Khz TDMA/DAMA
Terminal Waveform, 20 March 1998; with Notice of
Change 1, 9 September 1998.

del

WS.AV.2.1.2.5. [RTCA DO-239

1

Minimum Operational Performance Standards for
Traffic Information Service (TIS) Data Link
Communications, 2 April 1997, errata 17 October
1997.

del

WS.AV.2.1.2.6 |RTCA DO-224

Signal-in-Space Minimum Aviation Systems
Performance Standards (MASPS) Advanced VHF
Digital Data, Communications Including Capability
with Digital Voice Technique, Change 1, 30 April
1998.

del

WS.AV.2.2.1 MIL-STD-188-203-3

Subsystem Design Performance Standards for
Tactical Digital Information Link (TADIL) C, 5 October
1983

del

WS.AV.2.2.2 MIL-STD-6011B

Tactical Digital Information Link (TADIL) A/B
Message Standard for Achieving Compatibility and
Interoperability, 30 April 1999.

del

WS.AV.2.2.3 STANAG 4175

Technical Characteristics of the Multifunctional
Information Distribution System (MIDS), Edition 1, 29
August 1991(U).

del

WS.AV.2.2.3 STANAG 5516 Ed 2

NATO Standardization Agreement for Tactical Data
Exchange - LINK 16, Edition 2, February 1998.

del

WS.AV.2.3.1 GPS-ICD-200C

NAVSTAR GPS Space Segment/Navigation User
Interfaces, 16 October 1997.

del
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